
Hawkeye®            INFRARED 
Video Borescope

•  Look under doors in tactical surveillance situations

• See bad guys clearly in dark rooms

• Look for contraband in dark cavities

•  Border and Port Inspections – See inside trucks and 
containers for smuggled goods and people

• Search and Rescue

Hawkeye® VIR Infrared Video Borescopes utilize 
invisible 940nm infrared light for covert surveillance 
– so you can see them, but they can’t see you! The 
ultra-sensitive camera gives a clear view up to 14 feet 
away! Hawkeye VIR Video Borescopes also have a 
white light for inspection for contraband.

Hawkeye VIR Infrared Video Borescopes are light-
weight, portable, finely constructed, and deliver clear, 
high-resolution photos and video! The 5” LCD monitor 
allows clear viewing, and the intuitive, easy-to-use 
controls provide photo and video capture at the touch  
of a button! VIR ’s are available in 8.4 mm diameter  
and 1.5 or 3 meter lengths.

Made in USA

See in the Dark – 
You can see them, but  
they can’t see you!



Hawkeye® VIR INFRARED 
Video Borescope 1.5 or 3.0 m Length

Hawkeye® VIR Video Borescope Specifications

Diameter ...................................................................................................8.4 mm

Lengths ................................................................................. 1.5 and 3.0 meters

Articulation .................................Minimum 150° Up/Down, 150° Right/Left

Field-of-View.................................................................................55° Diagonal

Depth-of-Field ....................................................................................70 mm - ∞

Direction-of-View ............................................................................................0°

Sheath .......................2 mil Tungsten Braid, durable 4-layer construction

IR Illumination ............940 nm (Invisible IR Light) Detachable Micro LED 
 with Intensity Adjustment

White Illumination ......................................Visible  Detachable Micro LED 
 with Intensity Adjustment

Display ............................................................................................... 5” TFT LCD

Camera ..............................1/5” CMOS CCIQ, 640 x 480, .03 Lux Sensitivity

Interfaces ................................................................Mini USB 1.1 and AV/out

Power ..........................................................................................................DC 5V

Battery ..............................................2.5 hr. run time, Rechargeable Lithium

Recording Media ......................................................... SD Card (up to 32GB)

Digital Photo Format ............................................................JPEG (640 X 480)

Video Format ...ASF (640 X 480), Playback with Windows Media Player

Operating Temp. Range...............................................................-10C to +80C

Storage Temp. Range .................................................................... -30C to +60

Hawkeye® VIR Video Borescope

1.5 m .......................................................................... Model # VIR 084 1500 4K

3.0 m .......................................................................... Model # VIR 084 3000 4K


